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SUMMARY of CHANGE

AISM 25-P21-A03-AIX-SCOM

Personnel Locator (PERSLOC)

Software Center Operator Manual (SCOM)
10 September 1998

This updated manual--

Replaces all previous versions of Software Center Operator Manual (SCOM)
prepared in accordance with (IAW) Department of Defense (DOD)
documentation standards MIL-STD-498, which was canceled on 27 May 1998.

Adheres to the documentation standards contained in the Institute of Electrical
and Electronics Engineers (IEEE)/Electronics Industries Association (EIA)
standard, IEEE/EIA 12207, "Information Technology-Software Life Cycle
Process".

Provides information needed to use the system effectively.

Contains a hierarchy diagram in Section 3 that is a quick-reference to the
location of each available menu and screen.

Provides a blank copy of DA Form 2028 (Recommended Changes to
Publications and Blank Forms). This form is at the end of the manual and users
may reproduce and use it to write corrections, additions, or comments about the
manual. Or users may use it as cover sheet to a marked up copy of the
PERSLOC SCOM.

Be advised that changes are subject to approval by the appropriate Subject Area
Functional Proponent (SAFP).

NOTE

Some of the menus or screens shown in the manual may not yet be available in
the software. These menus or screens are shown with an asterisk next to their
menu numbers in Figure 3.4-1, PERSLOC Hierarchy Diagram.
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1 SCOPE

1.1 IDENTIFICATION.

The following is a full identification of the Personnel Locator (PERSLOC):

a. Automated Information System (AIS) Identifier, which establishes the base
functional components of a system: P21.

b. System ldentification Code (SIC) identifies the software tool methodology that
the application is developed: A03.

C. Title and Abbreviation: Personnel Locator (PERSLOC)
d. Previously fielded Release/Version Number: 08.01/08.00.

e. Software Change Package (SCP) Release/Version number being developed/
fielded: P21-A03-09-02.

1.2 SYSTEM OVERVIEW.

The Installation Support Module (ISM) Project was established to create new software
applications (or upgrade existing ones) that would automate standard procedures and integrate
information used to manage Army installations. These software applications are packaged as
modules according to the installation management function they perform. ISM is deployed
army-wide and comprises a uniform set of automated tools that assists installation commanders
in effectively managing daily operations.

PERSLOC is part of the ISM Project, which is an army-wide Major Automated Information
System (MAIS) initiative. The primary objective of ISM is to enhance, through automation,
installation management functions. ISM applications consist of standard procedures packaged
into functional applications, which automate as well as integrate day-to-day installation
processes. ISM applications use the Installation Level Integrated Database (ILIDB), which is
the central repository for data that is common to more than one ISM application, and various
local databases that contain data elements unique to the individual ISM applications.

ISM operates at garrison locations and support functional users during peacetime,
mobilization, and wartime conditions. Installation commanders and installation functional
managers use ISM applications and data to manage resources under their control. ISM
performs the following major functions:

Application-specific support to meet the information needs of installation
functional activities and tenant units;

Command and staff reporting requirements via standard or ad hoc queries run
against either an application database or the ILIDB; and

Information exchanged internally among installation functional activities and
externally to echelons above installation levels, as well as to Standard Army
Management Information Systems (STAMIS).

The purpose of the PERSLOC ISM is to provide assistance in locating address and telephone
data for current, inbound and outbound military and civilian personnel assigned to an
installation. It also prints labels for forwarding mail. Telephone operators mail room clerks,
duty officers and charge of quarters officers may use this system. PERSLOC allows you to
query and update address and telephone information and performs automated removal of
expired records.

1-1



Version 9.00 AISM 25-P21-A03-AIX-SCOM 01 June 1999

121 Management Reporting

PERSLOC administration is divided into two primary areas: functional administration and system
administration. The Functional Administrators (FA) will be at the installation and the system
administrators (SA) will be at the Defense Mega Center (DMC). The FA performs administrative
functions, such as data management, user access control and control of electronic interfaces with
other systems and is responsible for administration and security of PERSLOC in an assigned area.

This includes administration of password accounts according to the level of security and type of
data required for access, and assistance in resolving any problems users may have gaining access to
the system. The FA also executes the ISM Train and Trainer program at each installation.

The SA is responsible for managing the Installation Transition Processing (ITP) system. This
includes UNIX and Oracle7 administration tasks such as performing backups and data recovery,
creating system accounts, and updating printcap files and user accounts on the host computer.

Staff members can perform standard and special purpose (ad-hoc) queries to obtain data not
available through existing functions.

1.2.2 Organizational and Personnel References

The following organizations and personnel maintain a responsibility or interest in this ISM
application.

a. ISM Functional Proponent. The ISM Functional Proponent (FP) is the Office
of the Director of Information Systems for Command, Control,
Communications, and Computers (ODISC4).

b. Application Sponsor. The application sponsor is the Director of Management
(DM) Office Chief of Staff, Army (OCSA).
C. ISM/MISM FP. The ISM/MISM FP is the Assistant Chief of Staff for

Installation Management (ACSIM).

d. Assigned Responsible Agency (ARA). The ARA for technical development,
testing, fielding and maintenance of this ISM application is the Information
Systems Engineering Command (ISEC).

e. Point of Contact.

Organization: U.S. Army Information Systems Software Development
Center - Washington DC (USAISSDC-W)
ATTN: AMSEL-SE-1S-SDW-E-I, Stop H-5, 6000, 6"
St., Suite S122A, Ft. Belvoir, VA 22060-5576

Point of Contact: Major Gale Harrington

Commercial Phone: (703) 275-6941

DSN: 235-6941

1.3 DOCUMENT OVERVIEW,

The purpose of this SCOM for PERSLOC ISM is to provide computer operation and
administration personnel with an operational and administrative overview of the PERSLOC
module, procedures for performing system administration tasks and supporting technical
information.

1-2
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131 Security.

PERSLOC does not store or process classified data. PERSLOC data is designated as
unclassified-sensitive two (US2), as defined in Army Regulations (AR) 380-19, wmnformation
Systems Security (ISS)®, 01 May 1996. This data is Wor Official Use Only (FOUO)W, and
prohibits unauthorized disclosure.

a. Authorization. Either an explicit official authorization or an implicit
authorization derived from official assignments or responsibilities must
authorize access to PERSLOC.

b. Disclosure. You must not disclose any personal information contained in
PERSLOC except as authorized by AR 380-19.

1.3.2 Security Guiddinesfor Usng PERSLOC.

The following guidelines will help users to operate the system in accordance with applicable
security provisions.

1.3.2.1 Maodifying or Viewing Data.

Only users who have explicit authorization are allowed to enter, modify, delete, or view
PERSLOC data. The System Administrator (SA) administrates the system access using a
combination of log-in name, password, and access permissions. Only, persons to whom log-in
names and passwords were specifically assigned by the SA, shall use them.

a. Screens. Adjust Video Display Terminal (VDT) screens so that unauthorized
person can not view informational displays.

b. Accuracy. Enter or modify data carefully and completely, to avoid storing or
transmitting erroneous or incomplete data.

1.3.2.2 Protecting Information Sour ces.

Safeguard all information input to or generated by the system against unauthorized use,
copying, or destruction.

a. Documents.  Prevent unauthorized persons from viewing or accessing any
documents, such as forms or manual files, by covering them or storing them in
secure containers.

b. Electronic Media. Label all electronic media, such as tapes or diskettes, and
keep them in proper storage containers.

1.3.3 Documentation Conventions
1.3.3.1 Notational Conventions.
Table 1.3-1 shows the symbols of notational conventions used throughout this manual.

Table 1.3.1. Notational Conventions
SYMBOL MEANING

<Enter= Enter or Return key. Control, alternate, or similar keys on the keyboard

are shown this way. Examples: <<Alt= <<PgDn=

<Ctrl=/<D= Denotes a combination of a control key and alphanumeric key. Hold the
<Alt=/<X> control key and press the specified alphanumeric.

<<F1= FUNCTION | Denotes a function key and its screen-labeled function

1-3
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Table 1.3.1. Notational Conventions
SYMBOL MEANING

imessage ™ Denotes a message displayed on-screen

{prompt} Denotes a prompt that requires a response

text Type the text exactly as shown

Wext T Names of files, directories, and other items may be shown in quotes to
indicate their exact names

1.34 Procedural Conventions.

Every item on every menu has a corresponding number. To select a menu item, press its
number followed by <<Enter=. Figure 3.4.1 shows the hierarchy of all PERSLOC menu
items. Use this hierarchy of menu item numbers to specify the menu path. The menu path for
TAdd/Change PERSLOC UserTis as follows:

Master Menu

?7??7?7. PERSLOC Initialization/Administration Menu

?  ???7?1. Security Administration Menu
? ? 72?721 Add/Change PERSLOC User

Use Procedure 7,1,1 KAdd/Change PERSLOC User) T means to select each menu in order,
starting from the ®aster Menu®. Using this system of notation, you can quickly get to the

screen needed without having to refer to the Hierarchy Diagram. Simply enter each number
(followed by <<Enter=) in the order listed.
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2 REFERENCED DOCUMENTS
2.1 PROJECT REFERENCES,

The following documents are helpful in understanding and performing the tasks described in
this SCOM.

a. U.S. Army Management Directorate Automated Information System (AIS)
Manual 25-P21-A03-OSE-FD, WERSLOC Functional Description (FD)71, 30
November 1992, UNCLAS.

b. U.S. Army, AISM 25-P21-A03-AlIX-DBDD, #ERSLOC Database Design
Description (DBDD) Manuals;, UNCLAS.

C. U.S. Army, AISM 25-P21-A03-AIX-SUM, WPERSLOC Software User Manual
(SUM)T, UNCLAS.

d. U.S. Army, AISM 25-P21-A03-AlX-SIP, WPERSLOC Software Installation
Plan (SIP) 1, UNCLAS.

e. Hardware Documentation.

(@D IBM POWERstation and POWERserver - Diagnostic Information for
Micro Channel Bus Systems, Version 4.2 - Part No. SA23-2765-01.

2 IBM Adapters, Devices, and cable Information for Micro Channel Bus
Systems, Version 4.2 - Part No. SA23-2764-01.

) IBM 7012 Models 300 Series - Installation and Service Guide - Part No.
SA23-2624-07.

4 IBM 7012 Models 300 Series - Operator Guide - Part No. SA23-2623-05.
f. Software Documentation.
Q) MS-DOS User ¥ Guide and Reference, Version 5.0/6.22.
(2)  AIX Version 4.2 Quick Installation and Startup Guide.
) AIX Version 4.2 Installation Guide - Part No.SC23-2341.
4 AIX Version 4 Getting Started - Part No.GC23-2521.
(5)  AIX Version 4.2 System User 8 Guide: Operating System and Devices.

(6) AIX Version 4.2 System Management Guide: Operating System and
Devices.

(7)  AIX Version 4.2 Network Installation Management Guide and
Reference.

8) AIX Version 4.2, Information For Operation Retrieval/License System
(iIFOR/LS) System Management Guide.

9) Oracle7™ for AIX-Based Systems Installation & Configuration Guide,
Part No.A32105-1.

(10) Oracle7™ SQL" Plus User & Guide and Reference, Version 3.1

(11) Oracle7™ Server SQL Language Reference Manual, Part Number 778-
70-1292.

2-1
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(12) A Technical Introduction to the Oracle Server in the ®Oracle7 Server
Concepts Manuals.

2.2 TERMSAND ABBREVIATIONS.
Section 6 defines the terms, abbreviations, and acronyms unique to this manual.
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3 SOFTWARE SUMMARY
3.1 SOFTWARE APPLICATION.

This section summarizes PERSLOC, including its background, functions performed by the
application, communication techniques used, and interfaces to other systems and organizations.

PERSLOC operates under a Portable Operating System Interface for Computer Environments
(POSIX) compliant (or nearly so) Operating System (OS) using an American National
Standards Institute-Structured Query Language (ANSI-SQL) Database Management System
(DBMS). It was developed under the UNIX OS using the Extended Terminal Interface
Prototype (ETIP) Designer Tool kit with the INFORMIX RDBMS in addition to the UNIX
tool set. ETIP Designer is used to construct most of the separate programs (software units)
that comprise PERSLOC. These ETIP programs are stand-alone, though they are normally
executed via a master program. The master program executes each of the other programs by
suspending its own operation and invoking the other program as a subroutine in response to a
menu selection. Each program may invoke other programs this way.

Some programs are written without ETIP and they may include Embedded Structured Query
Language (ESQL) statements. Some of these are referenced within the ETIP based programs.
Refer to Section 3.4, Software Inventory, for details.

The PERSLOC programs communicate by shared access to the mpost™ database. The database
tables accessible by PERSLOC are listed in Section 3.3.1.1. PERSLOC also references
various tables in the ILIDB. Further details are contained in the PERSLOC DBDD Manual.

PERSLOC is a multi-user, interactive, menu-driven database system for providing assistance
in locating address and telephone data for current, inbound and outbound military and civilian
personnel assigned to an installation and also prints labels for forwarding mail. Telephone
operators, mail room clerks, duty officers and charge of quarters officers may use this system.
PERSLOC allows you to query and update address and telephone information and performs
automated removal of expired records. PERSLOC provides data entry, modification, query,
and reporting capabilities at the installation level, and provides for electronic transfer and
retrieval of records across installations and agencies.

PERSLOC shares timely and accurate information with the ILIDB - a database of shared
information common to other ISM. ILIDB-obtained information is verified and, if necessary,
updated through PERSLOC. Information needed for PERSLOC, which is not part of ILIDB,
is manually entered.

PERSLOC has the capability to prepare eight Standard Installation/Division Personnel System
(SIDPERS) transactions. Future interfaces with other databases, such as Housing Office
Management System (HOMES), Defense Enrollment Eligibility Reporting System (DEERS),
Real-time Automated Personnel Identification Dissemination System (RAPIDS), and
Installation Army Authorization Document System (ITAADS), when implemented, will further
minimize the percentage of the database populated by manual methods.

3.2 SOFTWARE INVENTORY.

The names, types, and descriptions of the PERSLOC programs (software units) are listed in
Table 3.2.1 below. The type column consists of: S for shell programs, E for Extended
Terminal Interface Prototype (ETIP) executable, Q for Embedded Structured Query Language
(ESQL) programs (without ETI) and C for C programs (without ESQL). See Figure 3.4-1,
PERSLOC Hierarchy Diagram, for an overall view of the ETIP programs.

3-1
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Table 3.2.1. PERSLOC Software Units

File Name File Type Run By Description

.profile login shell Basic user setup for system

.setuplSM .profile Runs .strtusrISM & cif_prg

.strtusrISM .setuplSM Set ISM environmental variables

post_prg .setupISM Master Menu, Peacetime Menu

adhoc_prg post_prg Ad Hoc Query Main Menu

post_inf_prg post_prg Personnel Locator Functions

ecps_prg post_prg Problem Reports/ECP-S Submission

3.21 Information Inventory.
3.22 Resourcelnventory.

Since the software units in the PERSLOC ISM consist of a single executable and many
associated files (often small and insignificant), a complete listing of every file referenced
would be inappropriate. Instead, this exhaustive listing of the files that comprise a software
unit is included in the PERSLOC Software Product Specifications (SPS) manual. The
numerical majority of files that comprise a software unit contain help messages and other text
displayed on the screen when the ETIP program executes. Thus, most of the files do not
change as a result of PERSLOC ISM processing. The exceptions to this include dynamic menu
files that can be changed by a user or the ISM administrator. Permanent files created using the
PERSLOC ISM include the Engineering Change Proposal Software (ECP-S) data files. Other
data files are created while generating reports and during ISM processing but these are
temporary in nature.

The PERSLOC database contains much of the information referenced, created and updated by
the PERSLOC ISM. PERSLOC requires this in order to operate. The ILIDB contains
information that is referenced by the PERSLOC ISM. PERSLOC cannot create or update
information in the ILIDB database. If it is not available, processing can continue.

3.22.1 DBMSFiles.

The database tables referenced or updated by PERSLOC are listed in Table 3.2.2 below in
alphabetical order. The Subject Area Database (SADB) must contain these tables to operate
fully, though it may be possible to continue operation with some tables missing.

Table 3.2.2. PERSLOC Database Tables

Database Table Database Table

adhoc_svdet adhoc_svqry

adhoc_tbl adhoc_xref

demobloc locator_tbl

max_id menu_tbl

printer printer-default

3-2
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Table 3.2.2. PERSLOC Database Tables

T N

The tables in ILIDB that are referenced by PERSLOC are listed in Table 3.2.3 below. You
can find details about these tables in the ILIDB Database Specification.

Table 3.2.3. ILIDB Database Tables

Database Table Database Table

civilian cmsnd_occ_spec

cmsnd_off demobloc

enl_occ_spec enlisted

ind_address individual

mil_pers unit

unit_phone warr_off

WO0_0CC_Spec

3.2.2.2 Permanent Files.

There are more than 1000 permanent files in the PERSLOC run-time module. The names and
locations of the permanent files referenced created, or updated by PERSLOC are included in
the PERSLOC Software Product Specifications (SPS) Manual. They are not included here,
since the files can not be understood without the detailed information about the ETIP programs
that the SPS provides. Most of the files in the PERSLOC run-time have suffixes that indicate
the type of the file. The meanings of some of the suffixes are as follows:

Table 3.2.4. Meanings of Suffixes

FILE SUFFIX TYPE/CONTENTS OF FILE

Text of a HELP, WARNING, BANNER, or MESSAGE SCREEN
List of choices available with the CHOICES key

Executable ®hell'Tcommands

SQL statements

The files contained in the ®post.expTsubdirectory are not needed at run time. They contain an
export of the PERSLOC database that is used optionally to load the database during PERSLOC
installation. The w®post.sglT file contains an SQL script that may be read by the mbimportT
command.

3.2.3 Report Inventory.

All reports produced by PERSLOC are listed below with the name of the executable that
produces the report and the PERSLOC menu path(s) from the iMaster MenuTto the report.

3-3
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For example, the path 4,1,2,1 means that you obtain the report by selecting item 4 from the
‘IMaster Menu's, then select item 1; then 2; then 1 from the next three menus. Refer to Figure
3.4-1, PERSLOC Hierarchy Diagram, for an overall view of PERSLOC functions.

The following is a list of all reports generated from PERSLOC. Numbers following the report
title indicate the menu path leading to the report (starting with the master menu).

Report Title Menu Path
Past 30 day Cutoff Mail on Hold Report 1,9,1
Departed Locator Cards Report 1,9,2
Projected Gains List Report 1,9,3
Expected Arrival Soldiers Report 1,9,4
Incomplete Forwarding Address Report 1,9,5
Military Personnel File Departed List 1,9,6

To obtain a report, select the report from the menu and enter the criteria specified. You can
choose to view some reports on-screen as well as send them directly to a specified printer.

3.24 Cusom Reports

The ISM #Ad Hoc Query T utility can create Ad hoc (customized) reports. These reports are
the output of SQL queries of the mWostwdatabase. You can construct queries using a menu-
driven feature (knowledge of SQL not required) or you can write your own free-form SQL
queries. In either case, operation is restricted to queries only; updates or deletes are not
allowed. Refer to Section 7 of this manual for more information.

3.3 SOFTWARE ENVIRONMENT.

The PERSLOC ISM runs on any UNIX System V platform against a Structured Query
Language (SQL)-compliant Relational Database Management System (RDBMS). Terminals
may consist of any American National Standards Institute (ANSI) 3.64 type or a PC with a
similar emulation program. Printers, modems, and other peripherals will be site specific. To
successfully execute PERSLOC, the system environment should consist of the hardware,
software, and utilities designated in paragraphs 3.3.1 and 3.3.2.

NOTE: This ISM application is not dependent upon any one particular model of computer.
The hardware described in the following paragraphs is one of the configurations possible for
operating the PERSLOC application.

331 HardwareRequired.
Hardware configurations required to support PERSLOC include:
a. Computer. IBM RISC 6000 System - Model 7012-300 series.

b. Local Computer Workstation. 386/486 class personal computer, a keyboard, a
monitor, power strip/surge suppresser, communications interface.

C. Printers. For reports high-resolution dot-matrix impact printer, with RS-232
serial communications interface and 132 column wide format.

3.3.2 SoftwareRequired.
The software required, to run, PERSLOC ISM includes:

a. Operating System (0S). AIX OS Version 4.2 Installation Guide. The
operating system supervises the work of the computer and provides software
utilities.
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b. RDBMS. ANSI SQL-compliant Rrelational database management system (such
as Oracle7™ for AIX-Based Systems). The database is a collection of data,
information about indexes, and system catalogs that describe the structure of the
database.

C. ISM Application. This is the PERSLOC application software and is used in
host mode.

d. Local Operating System. MS-DOS 5.0/6.22 disk operating system. This
operating system controls the work of the local installation computer and
provides local mode software utilities.

e. Local Communication Software. Various types of communications protocol
software may be used, depending on your installation configuration. This
software formats and arranges data for transmission and controls the transfer of
data between computers.

3.3.3 Database/Data Bank Characterigtics
PERSLOC is designed using a RDBMS that will:

a. Allow installation-unique tables and attributes.

b. Provide integration with other portions of the installation, central data
repository previously developed.

C. Use data elements standardized IAW AR 25-9.

The data elements used for PERSLOC are identified from the FD, the Structured
Requirements Analysis Planning (STRAP) reports, the STRAP key-based data model, the Joint
Application Development sessions, and the Prototyping sessions. Other sources include
existing databases, reports, forms, user manuals, and other data stores maintained by the
functional organization. These data elements are fully defined in the Army Data Dictionary
(ADD)/Automated Dictionary Support System (ADSS).

The data elements for PERSLOC are integrated into a multifunctional database as part of the
ISM-wide data architecture. By accessing this data architecture, each function within has a
view of its data. This view will consist of multiple data elements that are contained in a row of
one or more tables. Estimates of table and row sizes for the SBIS-wide data architecture are
presented in the Database Design Description (DBDD) Manual.

334 Major Application Components.
PERSLOC contains the following major components:

a. Communication Paths and Techniques. The ITP structure, which consists of the
following, supports ISM communications:

(@D Host computers located at the installation sites.

(2) Communications hardware and software to support local and long-haul
connectivity.

) User workstations located at Army installations.

4) Remote network and systems management tools located at the Army
Network and Systems Operator Center (ANSOC).

The host computers at the DMC provide ISM application processing and ISM
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application databases for their client users, who gain access through
workstations.

T1 circuits and fractional T1 bandwidth are provided for long-haul
communications between the ANSOC, DMC and the installations. Bandwidth
is provided through the DOD, Defense Information System Network (DISN)
when spare capacity is available. When new service is required, it will be
provided by the Defense Commercial Telecommunications Network (DCTN) or
Federal Telecommunications System (FTS) 2000 contracts.

The ITP at the installation includes intra-building Local Area Networks (LANS)
and inter-building communications. Installations connect to long-haul
communi-cations via a router, which also attaches the Installation Information
Transport System (IITS), which is connected to a hub in the user buildings.
Building LANSs consist of workstations and printers connected via 10BaseT
intelligent hubs. In some areas, workstations will communicate via modem to
an installation hub, which will interface to a router for long-haul
communications.

PERSLOC communicates between PC workstations and a local host either via
an EIA RS-232-C serial connection or through an Ethernet LAN. Procomm
terminal emulation software is used with the WT100® emulation set and ISM
host terminal type, set to ®WTPC-CT for color monitors and WTPC-MT for
monochrome monitors. The baud rate, parity, and number of stop bits should
match those of the ISM host. You can also use Telnet.

Typical configuration examples:

Serial connection using terminal emulation software with an IBM compatible
PC. The PC hardware required is a serial port (COM1 or COM2 only). The
software required is DOS 5.0 or higher and Procomm 2.4.2. Using Procomm,
the following options should be set in the Terminal Setup section (accessed by
pressing <<Alt/S= on the keyboard. The other settings in this section are
irrelevant.

Settings:

Terminal Type: VT100
Duplex :FULL
Line Wrap  : OFF
Scroll :ON

The following options should be set in the Line Parameters section (accessed by
pressing <<Alt/P= on the keyboard). All of these settings should match the
particular PC hardware and ISM host configuration that you have. Parameters
that are likely to vary are indicated with an I

Port : COM1*
Baud rate : 2400*
Parity : SPACE*
Data Bits 17

Stop Bits 01

The TERM variable on the ISM host should be set to &WTPC-C1or sVTPC-
MTfor use with this configuration.

TCP/IP  LAN connection using National Center for Super-computing
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Applications (NCSA) Telnet with a network interface card (NIC) in an IBM
compatible PC. The PC hardware required is a 3COM 3C503 Ethernet NIC in
addition to the PC. The NIC should be configured for mthinnetT (thin coaxial
cable) and for memory mapped 1/0 by setting the jumpers as indicated for the
card. Except for this change, use the factory default settings. The software
required for the AT is:

DOS 5.0/6.0 Operating System

SMC/pkt8000.com  packet driver

TELBIN.EXE CUTCP/CUTE program (NCSA Telnet)
netstart.bat described below

telnet.bat described below

config.tel configuration file

vtpc-c.tbl keymapping file for vtpc-c terminal type

The autoexec.bat file on the PC should be modified to run the program SMC/
pkt8000.com via a batch file called netstart.bat. This loads the packet driver
that communicates between the NIC and the telnet software with its correct
configuration. The configuration is supplied as arguments to 3C503 and are, in
order from left to right, Ox7e (Software interrupt number), 2 (Interrupt level
number), 0x300 (shared memory address) and 1 (use thinnet adaptor). Since
pkt8000 is a small (3K) TSR it can remain loaded all the time, even when not
needed. The setting of the PATH variable should include the directory where
the telbin.exe program is located along with the configuration and key-mapping
files.

The telnet.bat file should change directory to this directory and then run the
telbin.exe program passing the argument supplied to telnet.bat. This is the
name of the ISM host as described in the config.tel file.

Various settings in the config.tel file depend on the LAN configuration. The
name and IP address of the PC workstation must be determined in consultation
with the LAN administrator to avoid conflict with other devices on the LAN.
In addition, at a minimum, the name(s) of the ISM host and its IP address must
be set in the config.tel file.

In the following sample config.tel file, the variables marked with ¥ should be
set to particular values based on your PC/LAN/ISM host configuration. Other
variables are optional and may be set according to preference. Text after a &1
is commentary. See the NCSA documentation for details.

myname=myname # PC ® LAN name; unique to LAN
myip=192.108.181.200 # PC IP address; unique to LAN
name=default

keymap= WTPC-C.tblI'm # sets default keymap
name=ISMHOST # ISM host 8 LAN name
hostip=192.108.181.72 # ISM host ¥ IP address

Additional pairs of lines like the last two may follow to indicate the LAN names
and IP addresses of other hosts on the LAN. The TERM variable on the LAN
hosts should be set to vtpc-c when using this configuration with the vtpc-c.tbl
key-mapping file selected.

Note: The IP address and names given above are examples only. Determine
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the correct values for your LAN in consultation with the LAN administrator.

To connect to the ISM host using the LAN, invoke the telnet.bat file with the
name of the ISM host as an argument.

Digital cellular communication is used where data links are critical.

Source Data Entry. Redundant data entry is eliminated. Basic information is

captured at the source using automated source data technology, such as bar
coding and laser scanning.

Accuracy and Completeness. Reducing the need for redundant data entry and
implementing software edit checks will improve the accuracy and completeness
of data. Read and write/update access control measures will also lower the
error rate.

Better Utilization of Staff. Administrative burdens are reduced by automating
data-collection and report-generating functions. In some instances, manual tasks
are eliminated, entirely.

Timeliness. On-line access to centralized databases and electronic data transfer
capabilities improves the timeliness of data.

Management Oversight. Operational data are instantly available to all users at
every level authorized to have access. Ad hoc query and report capabilities are
provided, as well as standard, user-defined reports.

Graphics. Graphics are used to summarize statistical data (i.e., Pie charts, Bar
charts).

335 Sysem Interfaces

PERSLOC application will directly interface with STAMIS, ISM, and other stovepipe systems
such as Standard Installation/Division Personnel System (SIDPERS). These interfaces may be
done as direct connect electronic record transfer. For systems that have restricted electronic
connectivity capabilities, magnetic media (e.g., 9-track tape) data transfers may be used. The
systems with which the PERSLOC will require an automated interface include the following:

a.

SIDPERS: The PERSLOC will interface with SIDPERS through the shared
data file, and have access to required personnel information (e.g., name, grade,
unit and UIC).

In-Processing: PERSLOC, will access data entered through the In-Processing
application when soldiers in-process at the welcome or in-processing center.
Initial information entered on a soldier includes locator data such as Unit
assignment, office title and phone number.

Out-Processing: PERSLOC, will access data entered through the Out-Processing
application when soldiers depart from an installation. Data entered during out-
processing that is relevant to locating personnel includes forwarding address
information.

Records Inquiry: Through the Records Inquiry application, clerks will maintain
biographical information on military personnel. As this information is
maintained, it will be downloaded to the shared data file for access by all ISM
applications.

Connectivity to STAMIS, ISM, and stovepipes on or outside the installation is currently
accomplished via SNA networks, the NIPERnet, LANs, or asynchronous/synchronous
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communication lines. Most installations have one network gateway to a major SNA network
or to the NIPERnet. Some installations have both.

The PERSLOC will consider both connectivity paths with combinations of SNA 3270
emulation and file transfer or, in case of circuit unavailability, manual transfer of data via
magnetic media. Use of any of these methods permits wpload/download™ of data from
STAMIS to the shared data file and to PERSLOC data tables. Use of any existing network
gateway may be considered until hardware and software supporting an open system
environment (OSE) is installed.

3.4 SOFTWARE ORGANIZATION AND OVERVIEW OF OPERATION.,

PERSLOC operates under a Portable Operating System Interface for Computer Environments
(POSIX) compliant (or nearly so) operating system (OS) using an American National
Standards Institute-Structured Query Language (ANSI-SQL) Database Management System
(DBMS). It was developed under the UNIX OS using the Extended Terminal Interface
Prototype (ETIP) Designer Toolkit with the oracle DBMS and the UNIX tool set.

ETIP Designer is used to construct most of the separate programs (software units) that
comprise PERSLOC. These ETIP programs are stand-alone, though they are normally
executed via a master program. The master program executes each other program by
suspending its own operation and invoking the other program as a subroutine in response to a
menu selection. Each program may invoke other programs this way.

Some programs are written without ETIP and they may include Embedded Structured Query
Language (ESQL) statements. Some of these are referenced within the ETIP based programs.
PERSLOC is written in written in C. Refer to Section 3.2, Software Inventory, for details.

The PERSLOC programs communicate by shared access to the mpost™ database. The database
tables accessible by PERSLOC are listed in Section 3.2.2.1. PERSLOC also references
various tables in the ILIDB. The PERSLOC Database Design Specification (DBDD) manual
(AISM 25-P21-A03-Al1X-DBDD) contains more details about the database. Figure 3.4-1 is a
directory of the menus and screens available to the PERSLOC user.
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Menu Name or Screen

Master Menu

?7?7??1. Peacetime Menu

?  ??771. Military Telephone Locator Service Menu
?  ??7?7?1. Browse Military Phone by Name

z ??7?7?2. Inquire Military Phone by SSN
?7??7?2. Civilian Telephone Locator Service Menu
?  ??7?7?1. Browse Civilian Phone by Name
z ???72. Inquire Civilian Phone by SSN
?7??7?3. Mail Directory Service Menu

? 7?7?71 Browse Military Address by Name
z ?7??7?2. Inquire Military Address by SSN
??7?7?4. Address Table Menu

?  ???7?1. Add/Change Address Table Record
z ?7?7??2. Delete Address Table Record
?7?7?75. Phone Table Menu

? 7?7?71, Add/Change Phone Record

?  ???7?). Browse Phone by UPC

z ?7?7??3. Delete a Phone Record

?7??7?6. Print Address Labels by SSN

?7??7?7. Print Address Labels by Name

?7?7?78. Batch Print Address Labels Menu

? 27?771 Print Address Labels from Batch File
z ?7?7?7?2. Clear Address Labels Batch File

??7?79. Report Menu

?7??7?2. Departed Locator Cards Report
?7??7?3. Projected Gains List Report
?7??7?4. Expected Arrival Soldiers Report

??7?76. Military Personnel File Departed List

SSIEC IS IS BESBENS BEN]

?7??7?10. Ad Hoc Query
?7??7?1. Create A Basic Ad Hoc Query
?7??7?2. Create an Advanced Ad Hoc Query
?7??7?3. Change a Saved Ad Hoc Query
?7??7?4. Delete Ad Hoc Queries

??7?76. View Saved Ad Hoc Query Statements

B A S B B I N S e R R S B e S I B B I S S R B S B B S S R RS S UV IR IS |

?7?7?7?2. Transition to War Menu
?7?7?73. Wartime Menu

?7?7??4. Demobilization Menu

?  ???7?1. Add/Change Unit

? 7?7722, Inquire About a Unit

z ?7?7??3. Delete Unit

??7?7?5. Customer Assistance Menu

?  ???7?1. Telephonic

?7??72. Message

?7??7?3. Problem Report

?  ???71. Add/Change ECP/PR
? 77?772, Delete ECP/PR

NN N N

Figure 3.4-1.

??7?7?1. Past 30 day Cutoff Mail on Hold Report

?7??7?5. Incomplete Forwarding Address Report

?7?7?75. View/Print Saved Ad Hoc Query Results

PERSLOC Hierarchy Diagram

Executable
==>post_prg
==> post_inf_prg

==> adhoc_prg

==> ecps_prg

3-10



Version 9.00 AISM 25-P21-A03-AIX-SCOM

01 June 1999

Menu Name or Screen

V0 VN W

5
?  ?7?773. Submit ECP/PR

z ?7???4. Telnetto STARS BBS

?7?7?74. 1SM Data Sheet

?7??7?6. Problem Reports/ECP-S Submission

SSJES U EES BEN]

?7??7?1. Add/Change ECP/PR
?7?7??2. Delete ECP/PR
?7?7??3. Submit ECP/PR
????4. Telnetto STARS BBS

?7?7??7. PERSLOC Initialization/Administration Menu

S IECEESEES EES ISV ERS RS EEN IEN BRI S AR U RS BESEES BEVEEN JES BRI IS BES BN BEN]

?7??7?1. Security Administration Menu
?  ???7?1. Add/Change PERSLOC User
? 77?772 Delete PERSLOC User

?) ?7?7?7?3. Add Alternate ISM Administrator

?)???2. Customize PERSLOC Data Menu

??7?73. Set-up Installation Specific Menu

?7??7?1. Add/Change Menu Entries

?7?7??2. Delete Menu Entries

???73. Add/Change Address Record Write Permissions
??7?7?4. Delete Address Record Write Permissions

NN ) N N

?7??7?4. Peripheral Administration Menu
?  ?7??7?1. Add/Change Application Printers

z ?7??7?2. Delete Application Printers

?7??7?5. Ad Hoc Query Administration Menu
?  ??7?7?1. Select Elements to Show

z ?7??7?2. Add/Change Element Comments

??7?7?5. Local Unit Maintenance
?7??7?1. Add/Change Local Unit
?7?7?7?2. Delete Local Unit

?7??7?8. Installation-Specific Applications Menu
?7??7?9. View Documentation/Regulations Menu

??7?7?1. View Govering Regulation (Primary)
??7?7?2. View End User Manual

?7??7?3. View Implementation Procedures
??7?7?4. View Maintenance Manual

???75. View ISMSIS

?7??7?6. View Configuration Control Manual
?7??7?7. View Functional Description

?7?7??799. Return to Master Menu

Figure 3.4-1. PERSLOC Hierarchy Diagram AContinued.

34.1 Controls
Through the ®PERSLOC Administration Menu®the PERSLOC Administrator controls which

user LOGIN ID®¥ have access to the specific PERSLOC functions.

==> ecps_prg

installation

Directorate of Information Management (DOIM) and installation level SAFP for PERSLOC
have established ISM controls to ensure the proper use of the ISM in support of the overall
mission.

The SA at the ANSOC is responsible for supervisory controls, including system identification
and security, user services, disk management, file system administration, performance
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management, and interaction with operating system controls.
3.5 CONTINGENCIESAND ALTERNATE STATESAND M ODES OF OPERATION.,

There is no difference in the operation of this ISM during peacetime, war, or conditions of
alert. During any emergency condition, you must know how to safeguard against loss of
information. This section outlines methods used for saving and restoring data, implementing
manual procedures, substituting equipment, and operating in degraded mode.

CAUTION: In case of system failures, or krashes®, and other abnormal shutdowns of the
Installation computer or workstation, contact the SA or DOIM before continuing operation.

3.5.1 FailureContingencies

PERSLOC requires three types of failure contingency safeguards in case of user error or
hardware/software failure:

Back Up
Fall back
Degraded Modes of Operation

3.5.1.1 Backup.

Backups are copies (archives) of computer files that are made to preserve existing work. Failed
systems that have not been backed up may be impossible to recover. System recovery can
require one or more of the following:

a. Program Backup. Use this backup to restore the latest version of the ISM
application software and is separate from the database.

b. Data Backup. Use this backup to restore the database to a point as it existed
immediately before a failure and comes from three sources:

(@D Transaction Buffer. Work that is currently in progress is placed into a
temporary transaction buffer. If the RDBMS crashes, this temporary
buffer will be restored after the system is restarted. Both storage and
recovery of transaction buffers are performed automatically by the
RDBMS.

2 Transaction Log. A record of all completed transactions is automatically
written to a transaction log. This log is written onto external or
removable media and used to roll back transactions, restore databases
from archives, and recover from system failures. Transactions that are
incomplete at the time of failure will be permanently lost.

) Database Backup. This is a copy of the entire database, which is made
on a daily basis, and which is used to recover a database that has been
completely, destroyed.

C. Electrical Power Backup. In case power to the computer is suddenly lost, an
un-interruptible power system (UPS) will automatically provide between 20 and
30 minutes of continuous power to the system. This prevents the computer
from shutting down in the middle of saving files.

Backup requirements are those, necessary to ensure continued achievement of system
functions. There are two primary types of system backup:

a. Automatic Backup. The system automatically saves work entered into system
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memory to a restorable temporary file. The purpose is to save on-going work
from loss in case of an abnormal system shutdown. On restart of the system,
the user is informed that a temporary file exists from a previous abnormally
ended session, and it can be queried on whether or not the system should restore
the files.

b. Routine Backup. The system does routine periodic backups. The backup of
data tables that were changed during the day is backed up to external or
removable media during the end-of-day functions. The system keeps track of
the time lapse between backups and notifies the user if a (table-driven) period of
time has been exceeded without performing a backup. For example, if the end-
of-day routine requires a backup of certain data tables and the system detects
that no backup function has been performed during a 24-hour period, the SA is
notified and told to perform the backup before beginning the next day®
processing. The backup and subsequent restore processes are easy for the SA to
perform.

3.5.1.2 Fall Back.

Use fall back techniques to ensure the continued satisfaction of the specific requirements of the
system in the event of a system failure.

a. Workstation failures. There are two, primary fall back techniques:

(@D Alternate Equipment. If a terminal or PC workstation fails, another one
should be used in its place. If a printer fails or is unavailable, print
output should be rerouted to another printer or the printer should be
replaced.

2 Manual Operations. If automated system is not available, manual
procedures should be used to perform transactions until the automated
system is back in operation. When the system is back in operation, the
manual transactions are entered into the system. The system includes the
ability to reroute output to different devices in the event that the normal
output device is unavailable. For example, if a standard report is
normally routed to a specific printer, the user has the option of re-
directing the output to another printer as the situation dictates.

b. Installation Failures. In case the Installation system fails, you should contact
the installation SA or DOIM for instructions.

3.5.1.3 Degraded M odes of Operation.

This provides for operating the system according to a priority established in order of
importance or urgency. The priority for operating any ISM in degraded mode is as follows:

Table 3.5.1. Degraded Modes of Operation

Priority Operation

Interactive input of data

Standard report generation

Loading input data from other sources (e.g., ASMIS)
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Table 3.5.1. Degraded Modes of Operation

4) Transmitting data to other organizations (e.g., Staff Agencies)

(5) Ad hoc queries of the database

352 Redart/Recovery.

a. General. The application software requires no restart procedures. However, the
RDBMS automatically logs transactions that are completed. If the RDBMS
crashes, an archive copy of the database is restored to disk, and the database is
rolled forward to a point just before the failure. If any transactions were not
completed, the database will be rolled back to the last completed transaction.

b. Policy. ~ RDBMS transaction logging is automatic and has the default
‘kheckpoint intervalm of 20 minutes, which can be changed by the Database
Administrator (DBA). Backups of the database must be performed a minimum
of once per day. Backups of the application software can be conveniently
performed when the database is backed up. Installation personnel will perform
backups of applications, the ILIDB, and subject area databases.

C. Data Recovery. In case the ISM program has been corrupted or destroyed, the
backup copy is restored. To recover a destroyed database, the latest backup is
restored and then the contents of the transaction log read in. When the system
is restarted, it checks for the existence of a complete transaction and
automatically recovers; the RDBMS notifies users when an automatic recovery
from backup is being performed.

3.6 SECURITY AND PRIVACY.

The information contained in this application is designated unclassified sensitive-two (US-2).
US-2 is unclassified information, which primarily must be protected to ensure its availability
and/or integrity. This information also requires protection from unauthorized personnel to
ensure confidentiality. Examples of US-2 include information dealing with logistics, medical
care, personnel management, Privacy Act data, contractual data and Wor Official Use Only
(FOUO)Tinformation. All data, which is subject to the Privacy Act, pursuant to Public Law
93-579, will be handled in such a manner as to preclude unauthorized release of the
information. The Personnel Locator application data tables will contain information that must
be safeguarded against unauthorized assess.

Only users with a valid login ID and PASSWORD may access the PERSLOC ISM. PERSLOC
SA must grant privileges to a user to access the various options of the ISM.

3.6.1 Threat Types

There are several possible threats to which the system could be subjected. These threats are
taken into consideration in the development of safeguards.

3.6.2 Unauthorized Access.

This type of threat concerns an individual attempting to gain access to the system who is not
authorized to either use the system or has a meed to know s The system provides safeguards
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against these types of mhackersTor nidle curiosity seekersa.
3.6.2.1 Fraud and Embezzlement.

This type of threat concerns an individual authorized system access attempting to falsify
requisition records for purpose of acquiring unauthorized items. The system provides
safeguards against any one individual having complete control over an entire accounting
transaction; and maintains permanent, unalterable audit logs of record access.

3.6.2.2 Other Threat.

This type of threat concerns the physical misappropriation of the computer containing the
application program and its data bank/database. The system includes safeguards such as
encryption of data elements, if appropriate, to prevent sensitive data from falling into the
wrong hands by physical misappropriation of the system hardware.

3.6.2.3 Service Interruption/Degradation.

This type threat is normally related to scheduled or unscheduled availability of the system to
run the application as intended. The disruption may be due to power outages, environmental
situations, etc. = The system provides safeguards for restoring systems abnormally
terminated/shut down.

3.6.2.4 Human Errorsof Commission and Omission.

This type of threat is normally related to user carelessness or ignorance. The system provides
safeguards by automatically performing edit checks for enumerated values, acceptable ranges,
etc.

3.6.2.5 Privacy Violations.

This type of threat involves unauthorized release of personnel information protected under the
Privacy Act of 1974, Section 5, United States Code 552a. Data elements identified as
protected under the Privacy Act are safeguarded by the system through encryption, user access
levels, or other controls as appropriate.

3.6.2.6 Sabotage.

This type of threat would most likely involve an authorized user deliberately erasing or
otherwise destroying system data files and/or backup file media. The system periodically
determines duration between system sessions and last system backup. The system also
periodically requires a backup to be generated if some predetermined number of sessions has
occurred without the operator voluntarily performing a backup operation. The backup ensures
that at least three separate backup copies are maintained and the system cycles through them
interactively.

3.6.2.7 Industrial/Military Espionage.

This threat would normally involve a former user gaining access to the system for some
personal benefit. The system provides safeguards to require inactive USERID to be deleted
from the system. The system also requires periodic mandatory change of authorized user
passwords.

WARNING

IT IS A VIOLATION OF FEDERAL LAW TO ACCESS, COPY, OR
OTHERWISE USE GOVERNMENT COMPUTER RESOURCES WITHOUT
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SPECIFIC AUTHORIZATION.
3.7 ASSISTANCE AND PROBLEM REPORTING.

Obtain assistance by contacting the Customer Assistance Office (CAO) at the appropriate
ANSOC, unless instructed to report to an intermediate source first. Report problems using the
procedures described in the Configuration Control Manual, AISM 25-P21-A03-AlX-CCM.
Use DA Form 5005-R, #Engineering Change Proposal-Software (ECP-S)T to report the
problem and submit it to the appropriate ANSOC. You may report the problems on the Fort
Huachuca hot line DSN:- 879-6798/6858 or on commercial line 1-800-305-3036.
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4 INSTALLATION SETUP
4.1 PROCESSING OVERVIEW.

After logging in, users access PERSLOC via statements in their shell profiles - the file
‘profile ™ The command file E.setupISMT, (in the user 8 home directory), is activated from
this shell profile, which controls how PERSLOC will be executed from that point on. After
environment variables are set, the PERSLOC main program most_prgT is executed in the
PERSLOC home directory. When a menu selection is made that activates another program,
the current program is suspended and the other program begins. After each program is
terminated, (by pressing <<F6=), the suspended program resumes. After the final program
terminates, the exit statement in the user ¥ shell is executed and the user is logged out. Any
number of users can access PERSLOC simultaneously, subject to limitations of the host
system ® resources, including the RDBMS. For details on installing PERSLOC, refer to the
PERSLOC Software Installation Plan (SIP) manual.

4.2 COMMUNICATIONS OVERVIEW

DMC INSTALLATION

o .
Printer
PC PC PC PC

Figure 4.2-1. Communications Overview

PC

The communications network involved within a typical system is shown in the chart in Figure
4.2-1.

4.3 SECURITY.

The ISM Security Support Plan (SSP), in accordance with AR 380-19, mnformation Systems
Security (ISS)T, DOD 5200.28-STD and W®DOD Trusted Computer System Evaluation
Criteria® (TCSEC), categorizes the information processed by PERSLOC as unclassified
sensitive-two (US-2). This means that PERSLOC processes unclassified information that must
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be protected primarily to ensure its availability or integrity. Passwords and access to
information in the PERSLOC system, and reports produced by it, must be protected against
improper or accidental disclosure.

Each user is issued a unique login name and password. All access privileges and other
authorization elements are associated with the login name. This information is maintained in a
login profile for each user, which must not be printed or disclosed.

User identity and authorization to access the information and functions delineated in the login
profile are authenticated by the password. User requests for use of an access privilege are
automatically denied unless the user has been granted that specific access privilege by the FA.
Users can be granted access to all the information they are entitled to, (by virtue of formal
access approval), and no more.

4.3.1 Physcal Safeguards.

Section IV of AR 380-19 specifies physical security objectives and safeguards. At a
minimum, equipment will be protected as follows:

a. Systems that have unclassified files on non-removable media should be in a
locked office or building during non-duty hours, or otherwise secured to prevent
loss or damage.

b. Users will log off the computer whenever they leave the area.
4.3.2 Database Access.

Access to view or change PERSLOC data is restricted to users who have at least &connect™
permission to the SADB and the ILIDB. Persons having DBA permission authority can grant
any level of permission, such as &onnects, Wesource®, or IDBAT, to other users, so access
to these user accounts must be strictly controlled.

4.3.3 Ingallation-Specific applications M enu.

You can configure the Installation-Specific Applications Menu to make any program available,
at the discretion of the PERSLOC FA. You must exercise caution in choosing what programs
to make available via this menu and which users have access to it. There is a risk to the
security of other systems on the same host as PERSLOC, depending on the specific programs
installed.

4.3.4 Beginning PERSLOC Processng.

After successfully logging-in to PERSLOC via the ISM computer, you are ready to begin
processing. Upon accessing PERSLOC, a start-up warning screen will appear.

EELL L] L]
2 LI
& i
L]
L]
L]

&
EEEEEE]
EEHEEEER L] L]
L E B L]
nn ua L] L] = m

Fou Rave FRached & U3 Geernnenl coanpuler oF daCa Dase, used selelg
by the WS Bouverpnent, its offFloers, and agents. It is & wiolatiom
mfF the Federal Lauw, to access amdfos ose UE Oouvernment computer
Fecanrces Without cpecific authorizarion. Each access is subject
te recording and auoiting. Without specific authorization from
Ehr B3 Gouernnent, you are an dnbrodger . Intrudecs ace subject te
crimimnal prosecuticn, Fipe andfor dinprisonmsent .

Figure 4.3-1. Federal Warning Screen
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a. To continue, press <<Enter=. Then, follow the instructions supplied in Section
5, Description of Runs.

b. To cancel and return to the {Login:} prompt, press <F6=. Then, follow the
appropriate procedure for disconnecting from the ISM computer.
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5 DESCRIPTION OF RUNS.

This section describes PERSLOC functional administration procedures. For software user
procedures, including ad hoc query, refer to PERSLOC SUM. For installation procedures,
refer to the PERSLOC SIP manual. The security profile for each PERSLOC user that is set
by the PERSLOC administrator, determines which functional areas and procedures a user has
access to. This does not normally include administrative or initialization functions. The
PERSLOC administrator has access to all functional areas and procedures.

5.1 RUNINVENTORY.

PERSLOC administrative procedures are listed below by item being acted upon. The menu
path after each procedure indicates the PERSLOC menu path needed to perform the procedure.
For information on how to perform procedures, refer to section 1.4.2, Procedural
Conventions. For an overall view of all PERSLOC functions, refer to Figure 3.4-1,
PERSLOC Hierarchy Diagram.

Procedure Title Path(s)
Telephone Support 51
Message 5,2
ISM Data Sheet 5,4
Add/Change ECP/PR 5,3,1and 6,1
Delete ECP/PR 5,3,2 and 6,2
Submit ECP/PR 5,3,3and 6,3
Telnet to STARS BBS 5,3,4and 6,4
Add/Change PERSLOC User 7,1,1
Delete PERSLOC User 7,1,2
Add Alternate ISM Administrator 7,1,3
Add/Change Menu Entries 7,3,1
Delete Menu Entries 7,3,2
Add/Change Application Printers 7,4,1
Delete Application Printer 7,4,2
Select Elements to show 7,5,1
Add/Change element comments 7,5,2

After entering the PERSLOC system, the ®Master MenuTwill appear. This is the menu from
which you can access all other menus and screens.

Haster Henu
Peacetime Henu
Transition to War Henu
Wartime Henu
Demobilization Henu

Customer Assistance Henu

Problem Reports~ECP-5 Submission
PERSLOC InitializationsAdmin Henu
Installation-Specific Applications Henu
View Documentation-sRegulations Henu

W00 =1 h 0N B L) ROl

Figure 5.1-1. Master Menu

The WPeacetime MenuT contains the majority of user procedures. For administration
procedures, refer to section 5.7, WPPERSLOC Initialization/Administration Menus, and section
5.8, mnstallation-Specific Applications Menus.

5.2 BACKUPAND RESTORE PROCEDURES,

Both the PERSLOC permanent files and database should be backed up as part of a daily (or
more often) routine. This will help ensure continuity of operations if the system fails. A
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complete backup of PERSLOC must be adequate to resume operations on the same or a
similarly equipped machine within a few hours. Similarly equipped means that the operating
system, utilities, and RDBMS are installed and that the machines share the same hardware
instruction set. There is no backup utility within PERSLOC. Section 7 shows a sample script
to perform a backup.

5.3 DIAGNOSTIC PROCEDURES,
PERSLOC does not have any diagnostic procedures.
5.4 ERROR MESSAGES.

PERSLOC is an interactive system. If you make an error in entering information into a field,
an explanatory message appears. This message describes the error and provides corrective
procedures. PERSLOC does not use numeric codes unless the error has occurred at the system
level or in the operation of the RDBMS. In any case, whenever an error code appears, an
explanatory message will also appear along with it.

55 CUSTOMER ASSISTANCE MENU.

This menu allows you to access the screens used for obtaining assistance by telephone, by
message, for reporting a problem, and for obtaining PERSLOC ISM data. Selection of this
menu from the WMaster MenuTwill display the following menu.

Haster Henu Customer Assistance Henu
Peacetime Henu i
Transition to Uar Henu . Hessage
Uartime Henu . Problem Report
Demohilization Henu . ISH Data Sheet

Customer Assistance Henu

Problem Reports~ECP-S Submission
PERSLOC InitializationsAdmin Henu
Installation-Specific Applications Henu
Uieuw DocumentationsRegulations Henu

d
L7 =0 =B I = (O Ty I S L o ]

Figure 5.5-1. Customer Assistance Menu
551 Teephonic.

This option allows you to obtain assistance by calling the ISM Customer Assistance Office
(CAO). You can contact this office 24 hours per day seven (7) days per week. When you
select this option from the #Customer Assistance Menu's, the following screen will appear:

For Telephonic fssistance Dial <DSH !?B-I?HE ¢ Comm .
or 1-BBB-385-3836
Fax <0SH BT9-6889 <Comm, (5281 538-68A89

Be prepared to provide the following information.
= Hame of ISH te.g. PERSLOC, EDHIS, DAHIS ...
= Softuare Oeveloper Cif KErnownl
= Person Calling #Hame
*Address (normal maill
#*E-mail Address
¥Phone Humber <Cosmercial Autovon
= Organization COffice Symbol)
= AIS COOE = SIC Code = OPI Code
= Content of Inguiry or Comments

For specific information on any of the above, select ISH Data
Sheet from the Customer Assistance Henw,

BRETURH to conkinue

Figure 5.5-2. Telephonic

Please have the requested information available before the user places the phone call. The
information required appears on the screen above. For more specific information, select ISM
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Data Sheet®menu option.
552 Message

This option allows you to record conversations or notes. You can send messages created
through this module to selected addresses in electronic or in hard copy form, depending on
interfaces available to the installation. This menu item is reserved for future development.

553 Problem Report (PR).

Use this procedure to fill out an electronic version of DA Form 5005-R, ECP-S. After filling
out the form, you can print it or send it via electronic mail. Once stored, you can recall, edit,
reprint or retransmit an ECP-S. To get the information you need to report a problem with
CIF, select menu item #3 and press <<Enter=. The following screen will appear.

ge-Delete ECP-PR (v. 5.88)

Delete ECP/PR
Submit ECP/PR
Telnet to STARS BBS

Figure 5.5-3. Problem Report
5.5.3.1 Add/Change ECP/PR.
Refer to paragraph 5.6.1 for more details.
55.3.2 Delete ECP/PR.
Refer to paragraph 5.6.2 for more details.
5.5.3.3 Submit ECP/PR.
Refer to paragraph 5.6.3 for more details.
5534 Tenetto STARSBBS.
Refer to paragraph 5.6.4 for more details.
554 |SM Data She«t.

Use this procedure to display a fact sheet of information about PERSLOC. The EISM Data
Sheetscreen allows you to obtain information on the PERSLOC ISM. To obtain PERSLOC
ISM data, select this option from the #Customer Assistance Menus, and press <<Enter=. The
1ISM Data Sheetwwill appear in two screens as shown.

PERSLOC [15H Data Sheet (Page | of 22

. ADS Code: P21

. SIC Code: A83
ITH Process Supported: 19.5.2

(Provide Adainistration Servicesl

ISH Functional Proponent: DH, DCSA

. 15H SAFP: OO15C4

. ASD: SDC-U

. 50C: SOC-W

RETURH = HEXT FRAGE; F& # CRHCEL

Figure 5.5-4. ISM Data Sheet
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Press <F3= to view the next page or <Enter= to resume the application.

PEEELOC I8M Data Eheet {Page Z of 23

&. Oemeral: This 13H assisks the Installation Commander with
demobilization of activated Reserve Component seldiers.
In brief, PEASLOC supports the follouing:

- The ability fo search for perslec units by name
- The ability to add, change and delete units information

FE-F2=PREL PAGE: RETURHK to continue

5.6 PROBLEM REPORTS/ECP-S SUBMISSION

Use this procedure to fill out an electronic version of DA Form 5005-R, ECP-S. After filling
out the form, you can print it or send it via electronic mail. Once stored, you can recall, edit,
reprint or retransmit an ECP-S. When you select this menu from the WMaster Menus, the
system displays the following forms for reporting the problem and generating a DA Form
5005-R (ECP-S). In this option you can add a new ECP or PR or change one that is currently
on the system. If the ECP-S has already been submitted then you will not be able to change it.
Selection of this option from the WMaster MenuT will display the following forms for
reporting the problem and generating, a DA Form 5005-R (ECP-S).

Add-Change-Delete ECP-PR ¢(v. 5.88>
>l. ange ECP~-PR

2. Delete ECPPR

3. Submit ECP.PR

4. Telnet to S5TARS BBS

Figure 5.6-1. Problem Reports/ECP-S Submission Menu
56.1 Add/Change ECP/PR.

Selection of this option from WAdd/Change/Delete ECP/PR MenuTwill present the following
screen.

ECP-S (DASBBS5-R) (Page 1 of 4)

* *
Originator Humber: LAZ2-A158-144 Type of Report: ECP-5

To: From:
ATTH:

Point of Contact: Telephone:
Title:

Priority:

ApplicationUersion:

Executive 5S4 Baseline-Uersion:
Problem Date:

JobCycle/Program ID:

Title of Problem-Change:

= SAVE to continue; F6 = CAHCEL
Figure 5.6-2. ECP-S - DA Form 5005-R (Page 1 of 4)

Use this form to enter the information to generate a DA Form 5005-R (ECP-S) for this ISM.
You can then forward this printed form to the appropriate office for consideration.
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You assign an originator number, comprising of AIS and Data Processing Installation (DPI)
codes and an ECP or PR sequence number for tracking and identification of reports. Pressing
<<F2>= from the Originator Number field will display a list of reports previously generated
that you can select to modify.

Field
Originator Number:

Type of Report:

From:

To:
ATTN:

Point of Contact:
Telephone:

Title:

Priority:
Application/Version:

Executive SW Baseline/

Version:
Problem Date:

Job/Cycle/Program ID:

Title of Problem/Change:

Description

Enter 11 position number constructed as follows: Positions 1-3:
AIS code. Use this three position code to identify the system.
You can find this on the ISM data sheet from the ¥Customer
Assistance Toption on the EMaster Menus.

Positions 4-7: DPI code. Use this four position code to identify
the installation submitting the DA Form 5005-R. Contact DOIM
ISM Administrator for this code.

Positions 8-11: Sequence Number. Use this four position all
numeric code with the other two codes to uniquely identify the
problem or ECP being reported on this DA Form 5005-R.

Enter the type of report or press <<F2= for choices. Select either
ECP-S or Problem Report. See your FA for instructions on what
constitutes a PR or ECP-S.

Enter the Unit Name, Installation Name, and name of person
reporting. Enter DT for Defense Switched Network (DSN).
Commercial telephone numbers should include the area code.
Example: WFort Lewis, Ms. Sullivan, XXX- 357-64951.

Enter the name of the organization where you want this ECP-S to
be sent.

Enter the name of the person to whose attention you wish the
form directed. Example: #Mr. Sam Wilson®.

Enter the name of the Point of Contact (POC).

Enter the telephone number of the POC.

Enter the title of the POC.

Enter the Priority of the report, or press <<F2= for choices.

Enter the name of the application and the version number.
Example: ®PERSLOC/09.00W

Enter the user ® Executive Software baseline. Example: P21-
09.00.

Enter the date the problem was detected in to the field in an
accepted date format. You may enter moday® for the current
date.

Enter the name or number of the problem job, cycle, and
program. The number of characters available on both lines is 66.

Enter a short description of the problem. Example: WUnit funds
are incorrect®. The number of characters available on both lines
is 66.
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Note: If you move the cursor back up to the Originator Number, you will lose all of the
changes that you entered on this screen. This happens when the program attempts to find your
new ECP-S item. To avoid this, do not press <<Enter= on the last field of the form.

Once you enter the required data in this screen, press <<F3= to continue to the second page of
the report or press <<F6= to cancel. Pressing <F3= will display the following screen.

ECP-5 (DAS5885-R) (Page 2 of 4)
Originator Humber: LAZ-A158-144
Description of Problem-Change:

F3 = SAVE to continue; F6 = CANCEL; F8-F4 = PREU PAGE

ECP-S - DA Form 5005-R (Page 2 of 4)

This is page two of the data entry screens for entering the information to generate a DA Form
5005-R (ECP-S) for this ISM.

Field Description
Originator Number: This field gets populated automatically with the originator

number entered on the first page of the form.

Description of Problem/ Enter a brief narrative describing the problem in sufficient detail

Change: to permit ready identification and evaluation. Include a list of
supporting documentation available for research by SD.
Example: #Balance for Unit Fund was correct. However, most
financial statements for unit fund after year end are incorrect®.
The number of characters available is 960.

Once you enter the required data on the previous screen, press <<F3= to continue to the third
page of the report or press <F6= to cancel. Pressing <F3= will display the following
screen.

ECP-S (DAS5BB5-R) (Page 3 of 4)
Originator Humber: LAZ-A1568-144

Effect on User:

Recommended Solution-Jdustification:

SAVE to continue; F6 = CANCEL; F8-F4 = PREU PAGE

ECP-S - DA Form 5005-R (Page 3 of 4)

This is page three of the data entry screens for entering the information to generate a DA Form
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5005-R (ECP-S) for this ISM.
Field Description

Originator Number:

Effect on User:

Recommended Solution/
Justification:

This field is populated automatically with the originator number
entered on the first page of the form.

Enter a description of how the problem impacts on the user.
Example: THIncorrect reports causing excessive expenditures of
resources and lost time®. The number of characters available is
420.

Enter brief description of the recommended solution for problem
and its justification. The number of characters available is 480.

After you complete entering information on the prior screen, press <<F3= to continue to the
fourth screen of the report or press <<F6= to cancel. To return to previous page, press
<F8/F4=. Pressing <F3= will display the following screen.

ECP-5 (DASBB5-R> (Page 4 of 4)
Originator Number: LAZ2-A158-144
Remarks:

Field
Originator Number:

Remarks:

F3 = SAVE to continue; F6 = CANCEL; F8-F4 = PREV PAGE
F8/F1 = PRINT; F8-F3 = XHIT to transmit

ECP-S - DA Form 5005-R (Page 4 of 4)

Description

This field is populated automatically with the originator number
entered on the first page of the form.

Enter relevant remarks concerning the problem and its solution.
The number of characters available is 900.

Processing options from screen 4 are as follows:

SAVE:
CANCEL:
PREV PAGE:
TRANSMIT:

When you complete the problem report, press <F3= to save it.
If you decide to cancel the problem report, press <F6=.
To return to the previous page, press <F8/F4=.

If you are ready to transmit the report, press <<F8/F3=. This
will present the following warning screen before transmitting.

UHRNI NG

Once you Subwmit a SBB5-A, you will not be able to
go back and change it. You could go ahead and save it now,

then re-submit 1t later through ‘Submit ECP-5 menu option.

Press RETURH to Submit; F&6 to Canoel
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Press <<Enter= to submit or <<F6= to cancel the transmission request.
PRINT: To produce a printed copy of the report, press <F8/F1=.
5.6.1.1 Control Inputs.

To fill out an ECP-S, you require the originator number (a unique ECP-S identifier used to
track and recall an ECP-S) and problem report date. The originator number, which is supplied
to the user when filling out the ECP-S form, is composed of-

an AlS code
an unique site identifier
a site sequence number

Environment variables, which are set and exported in the EstrtusriISMTcommand file in the
PERSLOC runtime directory, control the following parameters:

Site sequence number that is generated and incremented automatically.
AISCODE, the identifying code assigned to PERSLOC AIS

DPI Code, a unique four-digit site identifier that is preset in PERSLOC at
installation time

ECPDIR, indicates the path where the ECP-S input and output files are stored
ECPDB is the ISM identifier (PERSLOC).

The environment variables allow this procedure to be used with various ISM applications at
different sites without changing the procedure itself.

5.6.1.2 Management Information.

Use the ECP-S Originator Number for tracking and later recall of the ECP-S from the STARS.
The system keeps the sequence number portion of this number [as an American Standard Code
for Information Interchange (ASCII) string] in a file in the ECPDIR directory that has the
suffix m.count® The filename is the concatenation of the ISM AIS Code and the local DPI
code. The PERSLOC screen banner includes the software version number, requested on the
DA Form 5005-R.

5.6.1.3 Input/Output Files.

Data entered into each of the four screens for the electronic DA Form 5005-R are stored in
ASCII text files named after the Originator Number with a screen sequence number (1, 2, 3 or
4) appended. A directory named by the ECPDIR variable keeps these files.

5.6.1.4 Output Reports.

If a LaserPro Express printer is available and has been configured for use as a laser printer
with PERSLOC (refer to Procedure 7,4,1) the print option will print a facsimile of the DA
Form 5005-R, with the information entered. Otherwise, it will print an approximation to the
DA Form 5005-R using ASCII characters. If you choose the electronic mail transmission
option, the ASCII version is included as the text of a message with IDA Form 5005-R (ECP-
S)T and the current date as the subject. The message can be directed to any addressee
accessible from the PERSLOC host. The size of the output is about two pages.

5.6.1.5 Reproduced Output Reports.

You should keep copies or originals of ECP-S(s) in an ECP-S notebook until processed. Local
procedure may dictate how many copies should be made for distribution and tracking.
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5.6.1.6 Restart/Recovery Procedures.

There are no special restart or recovery procedures in case of a system failure. The system
stores ECP-S data in permanent files as it processes and saves each screen.

5.6.2 Deete ECP/PR.

This option will allow you to delete an ECP or PR that is currently on the system. Selection
of this option from BAdd/Change/Delete ECP/PR MenuTwill present the following screen.

ECP-5 COASHBS-RA} (Page 1 of 43

L L
Originator Humber: LAZ-A1S5H-144 Type of Report: ECP=-3

Ta: From:
ATTH: _

Point of Contact: Tel ephone:
Title:

Priority:

Appl icat ionVersion:
Executive SU Baseline-Version:
Problem Date:

JobsCyele-Program 10:
Title of Problem - Change:

F3 = SAUE to continue; F& = CAHCEL
Figure 5.6-3. Delete - ECP-S - DA Form 5005-R (Page 1 of 4)

Press <F3= to view the next page or <<F6= to cancel.

ECP-5 (DASAB5-R)
Originator Humber: LA2-A158-144
Description of Problem~Change:

SAVE to continue; F6 = CANCEL; F8-F4 = PREV PAGE

ECP-S - DA Form 5005-R (Page 2 of 4)
Press <F3= to view the next page or <<F6= to cancel.

ECP-S5 (DAS5885-R) (Page 3 of 4)
Originator NHumber: LAZ-A158-144

Ef fect on User:

Recommended SolutionsJdustification:

SAVE to continue; F6 CANCEL; F8-F4 = PREV PAGE

ECP-S - DA Form 5005-R (Page 3 of 4)
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Press <F3= to view the next page or <F6= to cancel.

ECP-S (DA5885-R) (Page 4 of 4)
Originator Number: LAZ-AL58-144
Remarks:

F3 = SAVE to continue; F&6 = CANCEL; F8-F4 = PREV PAGE
F8-F1 = PRINT; F8-F3 = XHIT to transmit

ECP-S - DA Form 5005-R (Page 4 of 4)

Pressing <<F3= will take you to the delete confirmation screen as shown.

DELETE ECP-S.-PROBLEH REPORT

Item(s) selected will be permanently removed from the database

Do you wish to delete the item(s) selected? _

SAVE to commit work; F6 = CANCEL

Enter <Y= for Yes or <N= for No and press <F3= to commit work. Pressing <F6=
will cancel the delete request.

5.6.3 Submit ECP/PR.

This option will allow you to submit an ECP-S to the Status Tracking and Reporting System
(STARYS) that has already been created through the Add/Change ECP/PR procedure. Selection
of this option from BAdd/Change/Delete ECP/PR MenuTwill present the following screen.

Submit ECP-5 Henu
Version Priorit Hodified Submit

F2 = MARK; RETURH to Submit; F6 = Cancel

Figure 5.6-4. Submit ECP/PR

This menu contains all of the ECP-S currently on the system. If the DA Form 5005-R has
already been submitted then an & wwill appear in the far right column. You cannot re-submit
a DA Form 5005-R. To submit a DA Form 5005-R that has not yet been submitted, highlight
the ECP-S and mark it by pressing <<F2>=. Press <<Enter= to submit or <F6= to cancel
the request. Once you submit a DA Form 5005-R, it will remain on the system for one week
before you can delete it off the system. If you have marked an ECP-S that has already been
submitted and pressed <<Enter=, then the system will display the following error message.
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Press <<Enter= to continue.
56.4 Tenetto STARSBBS.
The Telnet to STARS BBS function is no longer available for use.

57 PERSLOC INITIALIZATION/ADMINISTRATION MENU.

This menu gives the FA access to functions used to initialize (set-up) the application and to
perform, the system administration functions described in the following paragraphs. Refer to
the PERSLOC SIP if you are setting-up PERSLOC at your installation for the first time.
Selection of option #7 from the WMaster Menu¥ provides system administration functions for
use during implementation and, as necessary, to accommodate changes and corrections to
PERSLOC for an installation. Authorization to the subroutines described in this section may
be limited. If you need to perform the following functions and cannot access the functions
described in this section, contact your FA. Selection of this menu from the Master MenuT
will display the following screen.

PERSLOC Initialization-Admin Henu
? Security Adwministration Henu
Customize PERSLOC Data Henu
Set-up Installation Specific Henu

Peripheral Administration Henu
Ad Hoc Query Administration Henu
Local Unit Haintenance

Figure 5.7-1. PERSLOC Initialization/Administration Menu
Highlight your selection and press <<Enter=.
5.7.1 Security Administration Menu

The FA must set up PERSLOC user accounts with USERID and passwords. For each
account, the FA can define security and access privileges. Access to these functions is
restricted. The FA can add users; change user access privileges; delete users; and add
alternate administrators. Only PERSLOC users that are authorized can access the ¥Security
Administration Menu®. Alternate administrators can set-up to perform PERSLOC FA
administration functions. To grant a user access to the PERSLOC database and the ILIDB,
DBA access is required to both of these databases. To add a user to PERSLOC, the FA must
know the valid UNIX system login name. Initially, each user must be added by the ANSOC as
a UNIX system user BEFORE being added by the FA as a PERSLOC user. To do this, the
FA submits a list of prospective users to the system administrator at the ANSOC, which
creates UNIX user accounts and assigns the login names and passwords. Selection of this
menu from the WPERSLOC Initialization/Administration MenuT™ will present the following
screen.
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Security Administration Henu
Add-Change PERSLOC User
Delete PERSLOC User

Add Alternate I5H Administrator
Add Change Address Record WUrite Permissions
Delete Address Record Urite Permissions

Figure 5.7-2. Security Administration Menu

Highlight your selection and press <<Enter=.
5.7.1.1 Add/Change PERSLOC User

This option allows access privileges for users on the ISM database. A user should
automatically have resource permissions to the ISM database. Aside from database privileges,
to give a user the ability to add other users to the ISM, the user must be given manual
permission and read/write permissions to the ISM directory. Select this function to add a new
user to PERSLOC and to grant or change user access to functions.

a. Adding a user to PERSLOC affects input/output as follows:

1)

(2)

©)

Each login profile file (n.profile®) is modified to add the following lines:
exec .setupISM

exit

The result is that the user immediately runs PERSLOC upon logging in,
and is logged-out immediately upon exiting PERSLOC. Refer to the file
‘L.setuplSMTfor more information.

Each user is granted ®&connect®™ access permission to the PERSLOC
database and ILIDB. The Oracle SQL Reference Manual contains
details.

A record is added to the PERSLOC security table for each functional
area that the user is granted access to. These records identify the user
and they are examined at run time to grant or deny permission to the
functional areas listed below. All the security records for a user are
called the user ® ®ecurity profile .

b. Changing PERSLOC, user access modifies the security profile. This means that
records are added or deleted, as appropriate, from the security table.

To ADD A USER OR CHANGE ACCESS|NFORMATION--

STEP 1. Use Procedure 7,1,1 to display the add/change screen.
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Add..Change PERSLOC User
%

User Logname:
Give access privilege for:
Hilitary Telephone Locator Service Henu
Civilian Telephone Locator Service Henu
Mail Directory Service Henu
RAddress Tahle Henu
Phone Tabhle Henu
Print Address Labels by SSH
Print Address Labels by Hame
Report Henu
Ad Hoc Query
Add-Change Unit
Inquire About a Unit
Delete Unit
PERSLOC Initializations/Admin Henu
Installation-Specific Hpplications Henu
F3 = SAVE; F6 = CAHCEL

Figure 5.7-3. Add/Change PERSLOC User

STEP 2. Enter the log-in name (obtained from the ANSOC) and press <<Enter=. If you
entered a log-in name that does not correspond to a valid UNIX system user, an
BERROR - No Such USER!Tmessage will appear.

Errar - Ho Such USER!

The user entered does nol exist in your
UHIX system. Please try again.

AETURH fo continue

STEP 3. Enter <Y= next to the privileges you want to grant, and <<N= next to the
privileges you want to deny. (For all new users, the privileges have the default
of INT)

STEP 4. Press <F3>= to save the new user or changes and return to the previous screen.

5.7.1.2 Delete PERSLOC User.

This option allows you to delete users from the application. To change information about a
user, highlight the 8Add/Change PERSLOC Userw option and press <<Enter=. Select this
function to delete a valid user from PERSLOC. Deleting a user from PERSLOC affects
input/output as follows:

a. The user ® login file (Kprofile® is modified so that the following command is
removed:
exec .setupISM
exit
The result is that upon logging in, the user is immediately logged out.
b. Access permissions to the PERSLOC database and ILIDB are revoked.
C. Appropriate security profile records are removed from the PERSLOC database.

TO DELETE A USER--

STEP 1. Use Procedure 7,1,2 to display the delete screen.
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Delete PERSLOC User

User Loghame:

F3 = SAVE deletion criteria; F&6 = CANCEL

Figure 5.7-4. Delete PERSLOC User

STEP 2. Enter the user log name and press <F3= to delete. The system will display
the following &elete confirmation Escreen.

Delete User Confirmation

Item(s) selected will bhe permanently removed from the database

Do you wish to delete the item(s) selected?

F3 = SAVE to commit work; F& = CAHCEL

Enter <Y= and press <<Enter= to delete the record or <N= and press <<Enter= to cancel
the delete request. Pressing <<F6= will also abort the delete request and take you back to
‘BSecurity Administration Menu®. If you have entered a user log name that does not
correspond to a valid UNIX system user, the system will display an error message. Otherwise,
the system will delete the user identified. If you attempt to delete someone who is not a user
or the ISM administrator, then the system will display an error message screen.

Once you delete a user Log name, then you will not be able to retrieve his name. However,
you can add back this user into the database with BAdd/Change PERSLOC Users. Once you
remove a user, then you must treat this user as a new user in order to regain access to the
application.

5.7.1.3 Add Alternate|ISM Administrator

Select this option from the ®Security Administration MenuTto designate users who will have
administrator privileges equivalent to the mostTlogin. The system will display the following
screen.

Add Alternate ISH Administrator

Alternate ISH Administrator:

F3 = SAVE to continue: F6& = CANCEL to abort

Figure 5.7-5. Add Alternate ISM Administrator

This screen requests the logname of the user that you want to grant administration privileges
to. Enter a valid user name and press <F3= when done.

5.7.1.4 Add/Change Address Record Write Permission

Select this option to add/change address write permission to a user to the unit where he/she can
update records. Selection of this option from #ecurity Administration MenuTwill present the
following screen.
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Add- Change Address UWrite Permissions

User Logname:

Unit(s> User Can Update Records For:

= SAVE; FB6 = CANHCEL

Figure 5.7-6. Add/Change Address Record Write Permission

Enter the user log name and the unit where he/she can update records or press <F2= for
choices. Mark the unit or units that the user wishes to add/change address write permission
and press <<Enter=. Press <<F3= to save or <F6= to cancel.

5.7.1.5 Delete Address Record Write Permission

Select this option to delete address write permission to a user to the unit where he/she can
update records. Selection of this option from #ecurity Administration MenuTwill present the
following screen.

Delete Address WUrite Permissions

User Lognhame:

F3 = SAVUE deletion criteria: F6 = CANCEL

Figure 5.7-7. Delete Address Record Write Permission

Enter the user log name and press <<F3= to delete, or <<F6= to cancel delete request.
Pressing <<F3= will display the following confirmation screen before deletion.

Oelete Address Write Perm, Confirmation

Oeleted item{s) will be permanently removed from
the datebsse, FAre you certain you wish to delete?

proceed uith delete:r F6 = CAHCEL &no abork

Press <<Enter= to proceed with delete or <F6= to cancel.

5.7.2 Customize PERSLOC Data Menu.

Documentation to support this functionality will be provided at later date.
5.7.3 Setup Ingallation-Specific Menu

This menu allows the FA to add or delete items on the Installation-Specific Applications
Menu, which contains entry points for various programs that are found at that particular
location.  Select this menu from the WPERSLOC Initialization/Administration MenuT to
display the following screen.
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ALLATION-3PECIFIC APPLICATICHS
/Change Menu Entries

Delete Menu Entries
Feturn to the Master Menu

Figure 5.7-8. Setup Installation-Specific Applications Menu
Highlight your selection and press <<Enter=.
5.7.3.1 Add/ChangeMenu Entries

Use this procedure to add or modify entries on the Installation-Specific Applications Menu.
The entries on this menu are stored in a table in the Wostmdatabase and each entry consists of
two parts:

a. Descriptive text, consisting of up to 60 alphanumeric characters, that is
displayed on the Installation Specific Menu.

b. A UNIX shell command, consisting of up to 60 alphanumeric characters, is
executed when the corresponding item is selected. This lets the FA add a new
menu item or change an existing one.

When you select BAdd/Change Menu Entriesthe following menu will appear.

Figure 5.7-9. Add/Change Menu Entries
When you select BADD RECORD T the following screen appears.

Item Oescription:

Command Line:

F3 = S5AUE to commit work: F& = CAHCEL

The screen will prompt you for the following information.

Field Description
Item Description: Enter a description that will be displayed in the Wnstallation-

Specific Application Menus.
Command Line: Enter a full command line that will be run by UNIX.

Press <<F3= to add entry in the form or <F6= to cancel the entry and to return to the
previous screen.

5.7.3.2 Delete Menu Entries

This option allows the PERSLOC administrator to delete links to other applications on the
UNIX system. When you select 1Delete Menu Entriesthe following screen appears.
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Delete Henu Entries
1. Unix prompt?

Figure 5.7-10. Delete Menu Entries

To delete a menu item, select that item. The system will prompt for confirmation before the
deletion occurs with the screen shown below.

Delete Henu Item Confirmation

Item(s) selected will be permanently removed from the database

Do you uish to delete the item(s) selected?

F3 = SAVE to commit work; F6 = CHANCEL

Enter <Y= if you want to delete or <N= if you do not want to delete and press <F3= to
delete the item or <<F6= to cancel the operation.

5.7.4 Peripheral Adminigtration Menu

This menu allows the FA to add, change, or delete printers and other peripherals on the
PERSLOC system. In order to add a printer you will need to know how the printer was
described to the operating system. The UNIX description will be available from the SA.
When you select #Peripheral Administration Menu, Tthe following screen appears.

PERTFHERAL ADMINISTRATION MENT

Delete Application Frinters
Return to the Master Menu

Figure 5.7-11. Peripheral Administration Menu
5.7.4.1 Add/Change Application Printers

Use this procedure to add or change the definition of a printer available to PERSLOC users.
This does not alter the printer configuration or set-up in any way, but must be done to allow
the printer to be used from within PERSLOC. Printers must be added to the local network
print server, as well as the DMC host Print server.

a. Control Inputs. Only printers that are already defined on the host system can be
added to PERSLOC. PERSLOC uses the same designations as the system to
refer to printers. Refer to the AIX version 4.1 ¥System User 8 Guide: Operating
System and Devices, for information about how to add printers to the host
system.

b. Management Information. Each printer definition in PERSLOC consists of
three parts:

(@D Printer name, a 15-character maximum alphanumeric designation used
by both the host system and PERSLOC to identify each printer.

2 Printer class, which is different from the system printer class. It is used
by PERSLOC to determine what format of output is required/allowed
and is selected from a pre-defined list shown below.

LASER PRINTER  (HP LaserJet Ill-compatible)
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C.

©)

DRAFT-80 COLUMN
DRAFT-132 COLUMN/COND
LABEL PRINTER

SLAVE *

* A user can direct the output from PERSLOC to a printer attached to a
PC by selecting the ISLAVEToption on the printer class list. However,
slave printers are, by definition, not attached to the local print server or
available to other workstations on the network.

Printer description: a 60-character maximum alphanumeric comment that
PERSLOC associates with the printer to aid in identifying the printer.
Should include physical location of printer (such as HP-LaserJet-11+ #1,
Room 345, Building. 440).

Input/OQutput Files. Printer definitions are stored in the printer table in the post

database (post: ®WostE.printer).

To add a printer, select option #1 from the WPeripheral Administration Menu™

following screen will appear.

»#++ ADD RECORD
1886d53
180Ed6E
1886d6i a
1886d61 b
18BEd62
1886159
1885162
1836d2
| BI6dZHE
lasar
pol43T4hsdl
pol4374hsdz
pold3Tduail

“Rdd-Thonge Application Printers

FORT STEWRRT - CIF
FORT STEURAT - CIF
FORT STEWRAT - CIF
FORT STEWRAT - CIF
FORT STEURRT - CIF
FORT STEURAT - CIF
FORT STEURRAT - CIF
HUMTER RAF - CIF -
HUHTER BAF - CIF -
LASER PREINTER

DOT HATRIX - FROMT

- DOROTHY

- RECEPTIOH

- ABSTRACT CUALARIE}
- ABSTRACT CHAMLIEX
- LIHDA

- DOROTHY

- LIKHDA

RECEPTIDH

JEAN

COUNTER CRAY»

DOT WATRIX - REAR CODUHTER (553

LEXMARE LRSER

-DRAFT-132 COL-COHD
-DRAAFT-132 COL-COHD
-DRAFT-132 COL-TOHD
-DRAFT-132 COL-COHD
-DAAFT-132 COL-TOHD
-LASER PRINTER
-LASER PRINTER
-DAAFT-132 COL-TOHD
-DRAFT-132 COL-TOND
-LASER PRINTER
-DRARFT-132 COL-CORD
—-DRAAFT-132 COL-COND
-LASER PRINTER

Figure 5.7-12. Add/Change Application Printers
Highlight #Add Record® and press <<Enter= to display the W®Add/Change Application

Printersascreen as shown.

Add-Change RAp

#_ ADDING RECORD =

Printer Hame:

Description:

plication Printer

Class of printer:

= SAVE to commit work; F6 = CAHCEL

The

Enter the appropriate information for the printer. Press <<F3= to add the printer information

to the database.

5.7.4.2 Delete Application Printers

Use this procedure to delete the definition of a printer made available to PERSLOC via the
TAdd/Change Application Printermprocedure. This does not alter the printer configuration or
setup in any way, but must be done to remove the matching record from the PERSLOC printer
table, making that printer unavailable to PERSLOC users.
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To delete a printer, select option #2 from the #Peripheral Administration Menus.

Delete Application Printers

Printer Hame:

F3 = S5AVE to delete; F6 = CAHCEL to abort

Figure 5.7-13. Delete Application Printers

Enter the printer name to delete and press <<F3= to delete or <<F6= to cancel deletion
request. The system will ask for confirmation before deleting the printer.

Delete Printer Confirmation

Item(s) selected will be permanently removed from the database
Do you wish to delete the item(s) selected?

SAVE to commit work; F6 = CANCEL

Enter <Y= for &estor <N= for élo 1and press <<Enter=. Pressing <<F6= will cancel
the delete request.

575 AdHoc Query Adminigration Menu

When you select this menu from the ®PPERSLOC Administration Menu, Tthe following screen
will appear.

+o Showr

Figure 5.7-14. Ad Hoc Query Administration Menu

5.75.1 Sdect Elementsto Show

Use this procedure to define which SADB elements shall be made available to users of the Ad
Hoc Query utility. When you select this item, an #Elements to Show¥screen will appear. It
lists available elements and current comments.

Elements te Shouw
ACCOUKTL 15T PART ACCOUHTIHG CLASSIFICATION CODE - COLLTAEN
SACCOURTZ ! 2HD PARAT ACCOUHTIHG CLRSSIFICATION CODE - COLLTREH
ACCOUHT3 JA0 PART ACCOUNTIHO CLASSIFICATION CODE - COLLTAEH
RACTLETDATE OATE OF RCTIOH LETTER TO COHHRHDER
RACTSUSPDATE SUSPENSE DATE OF ACTION LETTER TO COMHAHDER
ADDFEES ADDITIONAL FEES ADJUSTHENT
RODRL SCHOOL ACORESS LIME |
AODRZ SCHOOL ADORESS LIME 2
RODR3 SCHOOL ADDRESS LIHE 3
AODDR4 SCHOOL ADORESS LIHE 4
AODRS SCHOOL ADDRESS LIHE 5
AODDRLIHZ SECOND ADDRESS LIHE FOR DANTES TEST CEHTER
AODRALINZ THIRD ADDRESS LINE FOR DANTES TEST CENTER
AODALIH4 FOURTH ADDRES3 LIHE FOR DAHTEF TEST CEHTER
AODJUSTHEHT COLLEGE COURSE COST ADJUSTHENT
AFRA_RUARD_EL_DT OATE ELIG FOR ARA FRCS AES HED
AT AHOUHT OF GOUT, FUHOIHC
APP_LER APPLICATION VERSIOH HUMBER - ECP'S

2 = HARK to select: RETURAH to commit work: F6 = CAHMCEL
Figure 5.7-15. Elements to Show

To select elements, highlight desired element(s) and press <<F2= to mark. When done
marking, press <<Enter= to return to the #Ad Hoc Query Administration Menus.
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5.7.5.2 Add/Change Element Comments

Use this procedure to change the definitions of elements as they are displayed by Ad Hoc
Query. These definitions will appear beside each element name. When you select this item,
the following #Elements screenwwill be displayed, listing each available SADB element and
its current comment.

Elements

AFRH_AUARD_EL_DOT DRTE ELIGIBLE FOR HEDAL
RPP_UER THE APPLICATION UERSLON HUMBER
APT _SCORE_O% ARHY PERSOHHMEL-TEST CODE OUAHT
RARAY _HIL_RAHK_AB HILITAARY RAHK AEEREVIATION
HRAY _HIL_RAKK_CO ARAY HILITARY RAHK CODE

RARHY _HTL_RAKE_DT ARHY HILTTARY RAHK DATE
HA_HL_RHE_EFF_DT ARAY HIL AAHK EFFECTIUE DATE
HSG_ARA_OT ASSTGHHEHT ARRIUAL DATE
ASG_DERDS_DT OVERSERS ASSIG RETURH ELIG OT
AS6_DLOS_OT ARTICIPATED OATE OF LOSS
RSG_OPAT_OT ASSICHHENT DEPARTURE DATE
ASG_DADS_OT DVERSERS ASSIGHHEHT RETURH OT
RA3G_PROJ_ARE_OT PROJECTED ARRTUAL DRTE

HTTH

AUTH_AST_CO AUTHORTZED ADDITTONAL SKILL TD
RAUTH_IHD_HH RUTHORIZED BY IHDIUVIDUAL HAHE
AUTH_DCC_SPEC AUTHORIZED OCCUPATIOHAL SPCLTY

2 = HARK to seleck: RAETURH to Continue; FE& = CHHCEL

Highlight the elements that you want to add, or change comments and press <<F2= to mark
them. After marking the desired element(s), a ¥Change Element Comment® screen will
appear.

Chamge Element Comment
Element: AFAH_AWARD EL DT
Cowment: DATE FLIGIBLE FOR HEDAL

F3 = SAUE to commit work: FE = CAHCEL

Figure 5.7-16. Add/Change Element Comments

The name of the first element you marked will appear in the Element field. Enter or change
the information in the comment field and then press <F3= to go on to the next element you
marked. If the Change Element routine was canceled before it was completed, then the
following message will appear.

HOTICE

The Change Element routine was canceled before it completed.
I yow wish to cancel all of the work that was just done,
press ‘C° or ‘c’'. Any other key will save all of the work
that was done amd exit the process.

press ‘C° or ‘c' to cancel or any other key to save work

When done, the #Ad Hoc Query Administration menumwill re-appear.

NOTE: If you have excluded certain elements that are included in previously saved queries,
those queries will not run.

5.7.6 Local Unit Maintenance.

Use this option to maintain the common names for local units. When you select this option
from the ®PERSLOC Initialization/Administration Menu, ¥the following screen will appear.
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Local Unit Haintenance
»1. Add-Change Local Unit

Delete Local Unit

Figure 5.7-17. Local Unit Maintenance Menu
Highlight your selection and press <<Enter=.
5.7.6.1 Add/ChangeLocal Unit.

Use this option to add a common name or to change a common name for a local unit. Select
this option to display a list of unit names as shown in the screen below.

Persloc and ILIDB unit list
[T
Wea9l
uea9s
uea9s G0 GADGET GO
ueaar TEST OF LOCAL UHIT HMEHU YERH
uea9as THOHASIHE
ueaTes WaBT HISSILE AHD SPACE INT CTR
uaial
uaiaz STORH E WEATHER
ue1a3 HEW TEST
ue1a4
uBa4921 Ua49 FIELD UHIT
uecos1 JERRY IS5 HERE
WacaonA WAcO TEST HODEL HHO UHIT 1
WBH9B81 WBH9 HICOH RAYTHEON FLD OFC
WBH983 SYSTEH BOGUS ENGR PROD DIR
WBH986 WAH9 IHHMC HOB FT BLISS
WBaHo9B8 NATO CHICKEH

Z2=HARK to select; RETURH to make new local list; F&6=CAHCEL

This list will show the UPC and the unit name for each unit. If a unit has been selected by
pressing <F2=, it will be highlighted and will have a == Tsymbol left to the entry. After all
units have been selected, press <F3= to display the local list.

Persloc local units

WBH9AA UNHIT HAHE
UBUFAA THIS IS A BIGGGGGGGGGGGGG6GG6GG6GG6GG66G66G6 UNITTT
U1EABB ANDTHER BIG TIME UNIT
u4T881 Y0 THIS IS THE STRATEGIC COMHMAND

Now highlight the unit for which you would like to change or add a common name and press
<Enter=. The following screen will appear.

Add.~-Change PERSLOC Unit Information
*+CHAHGIHG RECORD+

UIC: WBH9RA
ILIDB UHIT HAHE: WBH9 HO USA HMISSILE COHHAND

LOCAL UHIT HAHE: WBH9AA UHIT HAHE

= SAVE; F6 = CANCEL

Figure 5.7-18. Add/Change Local Unit
Press <F3= to save or <<F6= to cancel the operation.
5.7.6.2 DeleteLocal Unit.

Selection of this option will display a list of the units that with common names as shown
below.
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LOCAL UNITS

>UBUFAA THIS IS A BIGGGGGGGGGGGGGG6G6GG666666G66 UNITTT
ueagy TEST OF LOCAL UNIT HMENU YERH
ue183 HEW TEST

uea9s G0 GADGET GO

ueags THOHASIHE

ueiaz STORH E UWEATHER

UBH988 NATO CHICKEH

U1EAREB AHNOTHER BIG TIHME UHIT

u4T1881 Y0 THIS IS THE STRATEGIC COMHAHD
uscoet JERRY IS HERE

UBH983 SYSTEH BOGUS EHGR PROD DIR
UBH9AA WBH9AA UHIT HAHE

Figure 5.7-19. Delete Local Unit

Highlight the common name that you wish to delete and press <<Enter=. This will display
the following éelete confirmation mscreen.

Oelete Local Usnik Confirmation

Deleted iten(s) will ke permarently removed from
the datobase. #@re you certain you wish to delete?

Faceed wilkh deleblea: FE = CAHCEL ke aborl

Press <<Enter= to proceed with delete or <F6= to cancel the delete request. When the
common name is deleted, the ILIDB unit name will appear as the unit name on the PERSLOC
and ILIDB Unit list.

5.8 INSTALLATION SPECIFIC APPLICATIONS

These procedures may be defined by the EDMIS administrator to be any valid UNIX shell
command. Access to these procedures is controlled by the PERSLOC administrator using
procedure Add/Change PERSLOC User. Selection of this option from the ®Master Menu will
display the following screen.

Installation-Specific Applications Henu
»l1. Consolidated Clearance Report

2. shell
3. this 15 a test

Figure 5.8-1. Installation-Specific Applications Menu
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6 TERMSAND ABBREVIATIONS

Terms. oo, Explanation

Adhoc .. ... A feature of ISM that permits any user to create special-purpose
or customized queries and reports with SQL.

Archive ... Stored files that will not be used for some time or saving a
‘BnapshotTof a set of files.

Case-sensitive ... Able to distinguish between upper and lower-case letters.

Login Name ... ......... The string of characters that identifies each user accounts on the

UNIX-based host computer. This same name identifies
PERSLOC users. (It is also called the wser name).

Software Tools . ............. See WUJtility Software®.

Software Unit . .............. A program, package, module, or any other convenient grouping
of code that may be discussed or documented as a unit.

Utilities_ ... .. Software programs, subroutines, MACROs, facilities, and vendor
software separate from the application used to generate or modify
code.

Utility Software Software programs, subroutines, MACROs, facilities, and vendor

software separate from the application used to generate or modify

code.
Abbreviations & Acronyms . Definition
ACSIM ... Assistant Chief of Staff for Installation Management
ADD . Army Data Dictionary
Ad Hoc Query................. A user defined SQL query statement
ADP Automated Data Processing
AlS, Automated Information System
AISM . . Automated Information System Manual
ANSI American National Standards Institute
ANSOC .. Army Network and Systems Operator Center
AR Army Regulations
ASCIl. . American Standard Codes for Information Interchange
BBS . Bulletin Board System
CAO i, Customer Assistance Office
CC Configuration Control Manual
CSA . Chief of Staff, US Army
DA Department of Army
DAC .. Department of the Army Civilians
DBA Database Administrator
DBDD ... Database Design Description
DBMS Database Management System
DCSLOG . ... ... Deputy Chief of Staff for Logistics
DCTN . Defense Commercial Telecommunications Network
DISN Defense Information System Network
DMC Defense Mega Center
DOD ... i Department of Defense
DOIM . Directorate of Information Management
DOS Disk Operating System
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DPl Data Processing Installation

DS, Database Specifications

DSN Defense Switched Network

ECP-S . Engineering Change Proposal-Software

ESQL ..o Embedded Structured Query Language

BTl Extended Terminal Interface

ETIP Extended Terminal Interface Prototype

FA Functional Administrator

FD Functional Description

FOUO ... .o, For Official Use Only

P Functional Proponent

FTS Federal Telecommunications System

HOMES .. ... . ... . ... Housing Office Management System

IAW In accordance with

HWTS . Installation Information Transport System

ILIDB Installation Level Integrated Database

P, Implementation Procedures

ISM Installation Support Module

1SS Information Systems Security

ITP Installation Transition Processing

LAN Local Area Network

MACOM .. ... Major Army Command

MAIS Major Automated Information System

NCSA National Center for Supercomputing Applications

NIC Network interface card

ODISC4 ... . ... . ... Office of the Director of Information Systems for Command,
Control, Communications, and Computers

OM. .. Computer Operations Manual

OS Operating System

PC Personal Computer

PCS e Permanent Change of Station

PERSLOC .. ... .. ... .. ... Personnel Locator

POC Point of Contact

POSIX Portable Operating System Interface for Computer Environments

PR Problem Report

RDBMS ... Relational Database Management System

SA System Administrator

SADB. ... Subject Area Database

SAFP Subject Area Functional Proponent

SCOM .. ... .. Software Center Operator Manual

SD o System Developer

SDC-W Software Development Center-Washington D.C.

SIC System Identification Code

SIDPERS ... ..., Standard Installation/Division Personnel System

SIP Software Installation Plan

SMC Small Multiuser Computer

SPS Software Production Specifications

SQL e, Structured Query Language

SSP Security Support Plan
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STAMIS ... . Standard Army Management Information Systems
STARS . Status Tracking and Reporting System

STRAP . . Structured Requirements Analysis Planning

SUM i, Software User Manual

TCSEC . . Trusted Computer System Evaluation Criteria
UNCLAS ... Unclassified

USAISEC ... ... U.S. Army Information Systems Engineering Command
USAISSDC-W . ............ U.S. Army Information Systems Software Development
.................................. Center -Washington DC.

US-2 Unclassified Sensitive-Two

VDT e, Video Display Terminal
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7 SAMPLE BACKUP SCRIPT

#! /bin/sh
# backup : sample of script to backup the PERSLOC ISM
TAPEDEV=/dev/null
# You must change TAPEDEYV to the local pathname of a tape drive.
# For example on the AT&T 3B2: TAPEDEV=/dev/rSA/9trackl
# If you don T have a tape drive you can create the archive in a file.
# Set TAPEDEV to the pathname of file, for example Wusr2/PERSLOC.cpio™.
# Be sure that you do this on a file system that a) has enough free blocks to contain the entire archive and
# b) is writable by login ID PERSLOC.
# Use of &compressT or another adaptive file compression method on the result is highly recommended if
possible.
#
# message below can be seriously shortened
#
echo TWThis backup program is intended is to backup (almost) everything needed to restore PERSLOC to
operation on the same/other system in the event of a system failure. Only the password file and individual user
directory files are not stored.
Restoring is somewhat tricky and complicated since it depends on how the system failure occurred. If you need
assistance with a restore or think you do please contact someone. Backup does not restore.
Before running backup, use a text editor to set the value of \TTAPEDEV\T to a value appropriate for your
system. Currently TAPEDEV=\®&STAPEDEV\T.
In order to run backup you must
1) Login as someone other than a PERSLOC user.
2) Switch user to login ID \'ipost\'8.
su post (note: no \IF\margument to su!)
3) Change directory to home directory for PERSLOC.
4) Insure no ISM users are logged in. This insures that neither the PERSLOC database or the ILIDB
are in use.
5) if archiving to tape, mount a writable tape.
6) run \'backup\®. That means type:

./backup
Are you ready to continue? This means that steps 1-5 are complete [Y/N] \cT
read ans
if test -z #ansT
then
echo o backup done ™
exit
elif test BansT!= IYT
then
echo o backup done ™
exit
fi
#

# First make backups using dbexportmof the SADB and the ILIDB
DBLIST=Tilidb T
for db in $DBLIST

do
rm -rf $db.old # remove old backup
mv $db.exp $db.old # make current backup previous
rm -f dbexport.out # scratch old transcript file, if any
dbexport $db -q # quiet export;
if test $? -ne O
then

echo export of $db failed T
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echo #backup not done ™
exit
fi
mv dbexport.out $db.exp # save transcript with export files
done
# create a cpio archive file
find . -print | sort | cpio -ocv = $TAPEDEV
if test $? -ne O
then
echo cpio $db failed T
echo backup not complete ™
else
echo #backup complete ™




